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DETAILED ACTION 



1. 



Claims 1-2, 4, 7-9, 1 1-15, 17-18, and 22-28 have been examined. 



Papers Submitted 



2. 



It is hereby acknowledged that the following papers have been received and placed of 



record in the file: Amendment and Extension of Time as received on 8/29/2005. 



Claim Objections 



3. Claim 27 is objected to under 37 CFR 1.75(c), as being of improper dependent form for 
failing to further limit the subject matter of a previous claim. AppUcant is required to cancel the 
claim(s), or amend the claim(s) to place the claim(s) in proper dependent form, or rewrite the 
claim(s) in independent form. Claim 27 is dependent on claim 12. Claim 12 essentially states 
that a flag is generated only if A and B (note that A and B are symbolic of the actual claim 
limitations). Or, as long as A and B are true, then no matter what else happens, the flag is 
generated. Claim 27 then states that a flag is generated if A, B, and C. Or, as long as A and B 
are true, if C is also true, the flag is generated. This is inherently covered by claim 12 since 
claim 12 is only concerned with A and B (C may or may not exist and the system of claim 12 
does not care). 



The specification shall conclude with one or more claims particularly pointing out and distinctly claiming the 
subject matter which the applicant regards as his invention. 



Claim Rejections - 35 USC § 112 



The following is a quotation of the second paragraph of 35 U.S.C, 1 12: 
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5. Claim 27 is rejected under 35 U.S.C. 1 12, second paragraph, as being indefinite for 
failing to particularly point out and distinctly claim the subject matter which applicant regards as 
the invention. Since claim 27 includes the limitations of claim 12 (due to dependency), claim 27 
is not clear because its scope is unclear. More specifically, claim 12 states that a flag is 
generated only if A and B are true (A and B being symbolic of the actual limitations). Claim 27 
then states that the flag is generated if A, B, and C are true. Does applicant want to generate a 
flag if A, B, and C are true and not only if A and B are true? If so, then this is not clear because 
the Hmitation of claim 12 must still hold. If not, then it is not clear why appUcant introduces 
element C, when all that matters are elements A and B. Does applicant really intend for claim 27 
to be dependent on claim 12, or should it be dependent on another claim? 

Claim Rejections - 35 USC § 102 

6. The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that form the 
basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless - 

(b) the invention was patented or described in a printed publication in this or a foreign country or in pubhc use or on 
sale in this country, more than one year prior to the date of appHcation for patent in the United States. 

7. Claims 1-2, 4, 7-9, 1 1, 13-15, 17-18, 22, 25-26, and 28 are rejected under 35 

U.S.C. 102(b) as being anticipated by Killian et al., U.S. Patent No. 5,420,992 (as applied in the 
previous Office Action and herein referred to as Killian). 

8. Referring to claim 1, Killian has taught a processor comprising: 
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a) means for executing an instruction of an application of a first bit size ported to a second bit 
size environment, the second bit size being greater than the first bit size. See column 2, lines 7- 

33. 

b) means for confining the application to an address space subset of the first bit size (see column 
19, lines 36-40), said means for confining comprising: 

(i) means for truncating generated address references of the second bit size to the first bit 
size. See Fig,5D and note that the 64-bit virtual address is truncated by removing the 
upper 32 bits of the address (VA(63,.32)), which are then sent to a multiplexer 172. 

(ii) means for determining that the address space subset of the first bit size is signed 
address space or unsigned address space based on a setting of an address format control 
signal, the address format control signal having a first setting to indicate unsigned address 
space and a second setting to indicate signed address space. When in 32-bit mode, bits in 
the status register signal to the system whether the 32-bit mode is 32-bit user mode or 32- 
bit kernel/supervisor mode. See column 17, lines 25-27. With one signal setting (32-bit 
user mode), the system deals only with unsigned address space (positive addresses). See 
column 17, line 66, to column 18, hne 1. Also, see Fig.3A and note the unsigned address 
space in 32-bit user mode. With a second signal setting (32-bit kernel/supervisor mode), 
the system deals with signed address space. See column 19, lines 30-33, and column 3, 
lines 38-55. That is in kernel/ supervisor mode, both user and kernel/supervisor address 
may be accessed (negative and positive addresses), 

(iii) means for extending to the second bit size the truncated generated address references 
based on results from said means for determining, zero-extending the truncated generated 
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address references if the address space of the first bit size is unsigned and sign-extending 
the truncated generated address references if the address space subset of the first bit size 
is signed. See column 17, lines 61-68, and note that in 32-bit user mode (unsigned 
space), the upper 32-bits are always forced to zero (zero-extension). Furthermore, see 
column 18, lines 8-17, and note that when in 32-bit kernel/ supervisor mode (signed 
space), addresses are sign-extended. Since, the mode is determined by the status register 
signal, the type of extension is also determined by the signal. 

9. Referring to claim 2, Killian has taught a processor as described in claim 1 . Killian has 
further taught that the first bit size is 32-bit and the second bit size is 64-bit. See column 3, lines 
30-31, and column 5, lines 8-19, 

10. Referring to claim 4, Killian has taught a processor as described in claim 1 . Killian has 
further taught that the means for confining includes means for generating an address fault. See 
column 11, lines 3-5. The 32-bit address (which would be represented as an extended 64-bit 
number in the 64-bit environment) that is used to select a memory location in the address space 
subset is checked for a certain value and if that value exists, then an address error exception will 
occur. 

11. Referring to claim 7, Killian has taught a processor comprising: 

a) a memory to store an instruction of an application ported fi"om a first bit size environment to a 
second bit size environment, the second bit size being greater than the first bit size. See Fig. 1 
and column 7, lines 49-54. Note the existence of main memory and an instruction cache. 

b) an instruction execution core coupled to said memory, said instruction execution core to 
execute the instruction of the application. See Fig. 1 . Note that data and instructions are 



Application/Control Number: 09/536,452 Page 6 

Art Unit: 2183 

retrieved from memory/cache by the EIC (component 25) and propagated along bus 30 to the 
execution unit. 

c) said instruction execution core to determine that the application is confined to an address 
space subset of the first bit size. See column 19, Hnes 36-40. 

d) said instruction execution core to generate an address reference of the second bit size as part 
of execution of the instruction. See column 12, lines 26-65. Also, see Fig.5D and note that a 
virtual address is generated (at the middle of the page). 

e) said instruction execution core to truncate the generated address reference from the second bit 
size to the first bit size. See Fig.5D and note that the 64-bit virtual address is truncated by 
removing the upper 32 bits of the address (VA(63..32)), which are then sent to a multiplexer 172. 

f) said instruction execution core to determine that the address space subset of the first bit size is 
signed address space or unsigned address space based on a setting of an address format control 
flag, the address format control flag having a first setting to indicate unsigned address space and 
a second setting to indicate signed address space. When in 32-bit mode, bits in the status register 
signal to the system whether the 32-bit mode is 32-bit user mode or 32-bit kernel/ supervisor 
mode. See column 17, lines 25-27. With one signal setting (32-bit user mode), the system deals 
only with unsigned address space (positive addresses). See column 17, line 66, to column 18, 
line 1. Also, see Fig.3A and note the unsigned address space in 32-bit user mode. With a second 
signal setting (32-bit kernel/supervisor mode), the system deals with signed address space. See 
column 19, hnes 30-33, and column 3, lines 38-55. That is in kernel/supervisor mode, both user 
and kernel/supervisor address may be accessed (negative and positive addresses). 
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g) said instruction execution core to zero-extend the truncated, generated address reference to the 
second bit size if the address space of the first bit size is determined to be unsigned address 
space. See column 17, lines 61-68, and note that in 32-bit user mode (unsigned space), the upper 
3 2-bit s are always forced to zero (zero-extension). 

h) said instruction execution core to sign extend the truncated, generated address reference to the 
second bit size if the address space subset of the first bit size is determined to be signed address 
space. See column 18, Hnes 8-17, and note that when in 32-bit kernel/supervisor mode (signed 
space), addresses are sign-extended. Since, the mode is determined by the status register signal, 
the type of extension is also determined by the signal. 

12. Referring to claim 8, Killian has taught a processor as described in claim 7. Killian has 
further taught that the application ported from a first bit size environment to a second bit size 
environment is an application ported from a 32-bit environment to a 64-bit environment. See 
column 3, lines 30-31, and column 5, lines 8-19. 

13. Referring to claim 9, Killian has taught a processor as described in claim 7. Killian has 
further taught that the instruction execution core is to determine that the application is confined 
to the address space subset of the first bit size based at least in part on an address space control 
flag. See column 17, lines 25-27. Note from columns 17-19, that based on the different modes, 
different address space subsets are used. 

14. Referring to claim 1 1, Killian has taught a processor as described in claim 7. Killian has 
further taught that the instruction execution core is to generate an address fault flag based at least 
in part on a comparison of the generated address reference and the extended, truncated, generated 
address reference. Recall from previous rejections that a generated 32-bit number is extended to 
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a 64-bit number in Killian's system. From column 17, line 61, to column 18, line 7, Killian has 
disclosed that bit 3 1 of the 64-bit number is checked. If that value is 0, then an address fault has 
not occurred. However, if that value is 1, then an address exception has occurred. Bit 3 1, in a 
sense, represents an overflow bit in that when that bit is set, then the 32-bit application has 
crossed the 32-bit address space boundary and a fault has occurred. It should be noted that a 
comparison would inherently be performed to check bit 3 1 . And, this comparison is related to 
both the original 32-bit address and the extended 64-bit version. 

15. Referring to claim 13, Killian has taught a processor as described in claim 7. KiUian has 
further taught that the memory is a cache memory. See column 7, lines 50-52. 

16. Referring to claim 14, Killian has taught a processor as described in claim 7. Killian has 
further taught that the processor is a 64-bit processor. See column 2, lines 16-41, and column 3, 
lines 30-31. Killian has disclosed that the registers and data path, along with memory addresses, 
are 64 bits wide. Therefore, Killian has taught a 64-bit processor. 

17. Referring to claim 15, the method of claim 15 is performed by the processor of claim 7. 
Therefore, claim 15 is rejected for the same reasons set forth in the rejection of claim 7. 

18. Referring to claim 17, Killian has taught a method as described in claim 15. 
Furthermore, the method of claim 17 is performed by the processor of claim 8, Consequently, 
claim 17 is rejected for the same reasons set forth in the rejection of claim 8. 

19. Referring to claim 18, Killian has taught a method as described in claim 15. 
Furthermore, the method of claim 18 is performed by the processor of claim 9. Consequently, 
claim 18 is rejected for the same reasons set forth in the rejection of claim 9. 
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20. Referring to claim 22, Killian has taught a method as described in claim 15. 
Furthermore, the method of claim 22 is performed by the processor of claim 1 1 . Consequently, 
claim 22 is rejected for the same reasons set forth in the rejection of claim 11. 

21 . Referring to claim 25, Killian has taught a processor as described in claim 2. KiUian has 
further taught that the unsigned address space is 4 gigabytes and the signed address space is -2 
gigabytes to +2 gigabytes. As described above, when in 32-bit mode, bits in the status register 
signal to the system whether the 32-bit mode is 32-bit user mode or 32-bit kernel/supervisor 
mode. See column 17, lines 25-27. With one signal setting (32-bit user mode), the system deals 
only with unsigned address space (positive addresses). See column 17, line 66, to column 18, 
line 1. Also, see Fig. 3 A, which shows the unsigned address space in 32-bit user mode (note that 
4GB of space exists even though only 2GB of the 4GB are accessible). With a second signal 
setting (32-bit kernel/supervisor mode), the system deals with signed address space. See column 
19, lines 30-33, and column 3, lines 38-55, That is in kernel/supervisor mode, both user and 
kernel/supervisor address may be accessed (negative and positive addresses from -2GB to 
+2GB). 

22. Referring to claim 26, Killian has taught a processor as described in claim 8. 
Furthermore, claim 26 is rejected for the same reasons set forth in the rejection of claim 25. 

23. Referring to claim 28, Killian has taught a method as described in claim 17. 
Furthermore, the method of claim 28 is performed by the processor of claim 25. Consequently, 
claim 28 is rejected for the same reasons set forth in the rejection of claim 25. 
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Allowable Subject Matter 
24. Claims 12, 23, and 24 are objected to as being dependent upon a rejected base claim, but 
would be allowable if rewritten in independent form including all of the limitations of the base 
claim and any intervening claims. 



Response to Arguments 

25. Applicant's arguments filed on August 29, 2005, have been fully considered but they are 
not persuasive. 

26. Applicant argues the novelty/rejection of claim 1 on page 7 of the remarks, in substance 
that: 

"...However, while this may constitute zero-extension of VA(31 ..0), there is no sign extension of 
this truncated address. It is assumed that any 32-bit address presented to the address 
translation mechanism is in sign extended fonri (see Killian col. 18, lines 11-17), such that there is 
no sign extension of the truncated address bits in 32-bit kernel mode." 

27. These arguments are not found persuasive for the following reasons: 

a) According to Fig.5D and column 18, lines 13-15, of Killian, all 32-bit addresses are presented 
to the address translation circuit, regardless of the mode. If the address is already assumed to be 
sign extended, then when the sign bit is 0, the upper 32 zero-bits of the virtual address are 
truncated and passed to the right input of multiplexer 172. Similarly, if the sign bit is 1, the 
upper 32 one-bits of the virtual address are truncated and passed to the right input of multiplexer 
172. In either case, sign bits are truncated and sent to the right input of the multiplexer. In 
addition, as shown in the Figure, 32-zeroes are passed to the left input of multiplexer 172 in case 
32-bit user mode is selected. Therefore, the following options will occur: 
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a) In 32-bit user mode, the left input of multiplexer 172 is selected and 32 zeros are 
appended to the address, thereby zero-extending the address. 

b) If the upper 32 bits of the virtual address are zeros, then those zeros are sent to the 
right input of multiplexer 172, thereby truncating the address. If the system is not in 32- 
bit user mode, the right input of multiplexer 172 would be selected and the 32 zeros that 
were truncated are now appended to the address, thereby sign-extending the address 
(since the appended bits are the sign bits). 

c) If the upper 32 bits of the virtual address are ones, then those ones are sent to the right 
input of multiplexer 172, thereby truncating the address. If the system is not in 32-bit 
user mode, the right input of multiplexer 172 would be selected and the 32 ones that were 
truncated are now appended to the address, thereby sign-extending the address (since the 
appended bits are the sign bits). 

Consequently, Killian has taught sign-extending truncated addresses. 

28. Applicant argues the novelty/rejection of claim 1 on pages 7-8 of the remarks, in 
substance that: 

"Applicants understand the Examiner's position to be that the user virtual address space, as 
illustrated in Fig.3A of Killian, constitutes an unsigned address space since VA(31)=0 for the 32- 
bit user mode addresses. Even so, this is not an address space of the first bit size, but an 
address space of the first bit size minus one. For example, whereas in Killian a 32-bit instruction 
in 32-bit user mode can address 0-2 GB and in 32-bit kernel mode can address -2GB to +2GB, in 
a 32-bit application ported to a 64-bit environment embodiment of the present invention, the 32-bit 
application can operate within an unsigned 0 to 4GB, and within signed -2GB to +2 GB." 

29. These arguments are not found persuasive for the following reasons: 

a) The examiner asserts that applicant is reading the claim too narrowly. The claim requires that 
an application be confined to an address space subset of the first bit size. Killian does in fact 
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teach this. Looking at Fig. 3 A, and column 10, lines 51-61, addresses can be generated with 
bit(3 1) = 0 or 1, thereby confining the application to a full 32-bit address space subset. Now, it is 
true that bit(3 1)=1 will generate an error, but the addresses may be generated, and this allows for 
generation of 2"^^ addresses which correspond to a 2^^ size address space and no more. On the 
other hand, it should also be realized that being confined to a first subset within a second subset 
still results in being confined to the second subset. In other words, if a person were to be 
confined to his house, and more specifically, confined to the kitchen of his house, then that 
person is not only confined to the kitchen but also confined to (kept within) the house. Similarly, 
in Killian's 32-bit user mode, an appUcation is confined to the address space (0 to 2^^ - 1) shown 
in Fig.3 A, and more specifically, is confined to a subset (0 to 2^^ - 1) of the address space (0 to 
2^^ - 1) shown in Fig.3 A, But, as demonstrated in the hypothetical above, the application is still 
confined to the superset (or 2^^ - 1 address spaces). 

30. Applicant argues the novelty/rejection of claim 1 1 on page 8 of the remarks, in substance 
that: 

"...generation of an address exception in Killian is an absolute based on whether bit VA(31) is 
one, which equals overflow. There is no comparison of the generated reference with the 
extended, truncated generated address reference." 

3 1 . These arguments are not found persuasive for the following reasons: 

a) From Fig.5D, it can be seen that the address is sent to logic 170, which as shown in Fig.SE, 

checks for overflow errors. The examiner asserts that a comparison, at some level, must exist. 

The logic of the system will operate as follows: 

if ((32-bit user mode = = 1) && (VA(3 1) = = 1)) 
generate ROERR (overflow error) ; 
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So, there is a comparison of some sorts. The signal must be checked to see whether it is a 1 or a 
0 (compared to a 1 of 0) and based on the outcome, either generate an error or not. 

Conclusion 

32. THIS ACTION IS MADE FINAL. Applicant is reminded of the extension of time 
poUcy as set forth in 37 CFR 1 .136(a). 

A shortened statutory period for reply to this final action is set to expire THREE 
MONTHS from the mailing date of this action. In the event a first reply is filed within TWO 
MONTHS of the mailing date of this final action and the advisory action is not mailed until after 
the end of the THREE-MONTH shortened statutory period, then the shortened statutory period 
will expire on the date the advisory action is mailed, and any extension fee pursuant to 37 
CFR 1. 136(a) will be calculated from the mailing date of the advisory action. In no event, 
however, will the statutory period for reply expire later than SIX MONTHS from the mailing 
date of this final action. 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to David J. Huisman whose telephone number is (571) 272-4168. 
The examiner can normally be reached on Monday-Friday (8:00-4:30). 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Eddie Chan can be reached on (571) 272-4162. The fax phone number for the 
organization where this application or proceeding is assigned is 571-273-8300. 
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Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published appUcations 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). 



DJH 

David J. Huisman 
October 20, 2005 




RICHARD L ELLIS 
PRIMARY EXAMINER 



